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The paper presents an original technique for the numerical modeling of temperature
dependent anisotropic viscoelastic properties in ﬁnite element codes. The study relates
to the use of ANSYS Mechanical Student Products 17.2 code, but also is applicable to
the other structural ﬁnite element codes. The solved one- and two-dimensional problems
illustrate a possibility of an adaptation of the proposed combined-material model to the
solution of model problems with a suﬃcient accuracy in comparison with the developed
analytical solutions. An estimation of the performance of the technique shows its applicability to solution of the contact problems of orthotropic viscoelasticity of thin shells
including multilayered options. The performed practical application of the method to
the contact problem of cylindrical shell prove this point.
Keywords: anisotropic viscoelasticity, rheological model, thin shell, Finite Element Method,
shift function, relaxation tensor.

1.

Introduction

Nowadays composites are widely used as innovative materials in automobile, aviation and aerospace industry, in pipeline repairs, and in energy industry due to their
lightweight and high strength properties. The most popular composites are glass
and carbon ﬁber reinforced composites [1]. The mechanical properties of these materials are more complicated in comparison with steel and aluminum ones. Among
them, it worth noting the orthotropic elastic and viscoelastic properties due to
presence of directed ﬁbers and polymeric matrix [2].
Viscoelasticity is a special property of polymers that is reﬂected as an increasing
displacement under constant loading and decreasing stresses under constant strain
because of change of their molecular shapes [3].
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Composite materials are stiﬀ enough to keep strains and displacements in a small
range. Therefore, a linear viscoelasticity theory can be used to reﬂect the mechanical
behavior of composite constructions in most cases, including contact problems of
composite shells [4].
Popular ﬁnite-element codes such as ANSYS and ABAQUS include a consideration of a viscoelasticity phenomenon. However, the time and frequency domain
applications of viscoelastic properties deal with independent shear and bulk viscoelastic behavior of materials neglecting a diﬀerence between viscous properties in
diﬀerent directions i.e. their anisotropy [5, 6]. Elastic properties of materials can
still be orthotropic. This means that relaxation curves in diﬀerent directions according to the current material model are proportional to the initial elastic values.
It is a strong requirement that must ﬁt to the appropriate experimental data.
Nevertheless, there is a signiﬁcant number of situations where a distinction between anisotropy level of elastic and viscoelastic properties should be taken into
account. For instance, Shu and Onat in the work [7] ﬁrst considered a necessity of
application of anisotropic viscoelasticity to practical problems and made the main
problem formulation. Taylor and co-workers in [8] proved the need of modeling
of anisotropic viscoelasticity for biomechanical applications and developed a GPUbased ﬁnite element solver for an acceleration of the solution. Nedjar in the paper
[9] presented a method for the solution of a ﬁnite strain anisotropic viscoelastic
model for description of ﬁber-reinforced composites that represented soft biological
tissues. Lubarda and Asaro in [10] applied a theory of anisotropic viscoelasticity
to a modeling of the mechanics of biological membranes and presented the solution
for the plane stress state case. Santos and co-workers in [11] investigated a wave
propagation in transversely isotropic viscoelastic thin plates solving non–coercive
elliptic boundary-value problems formulated in the space frequency domain using
a Galerkin ﬁnite-element procedure.
Bretin and Wahab in [12] showed an applicability of Green functions to the
solution of an anisotropic viscoelastic material model. Hwy and Chen in [13] applied a boundary value method to a consideration of anisotropically viscoelastic
plane bodies with defects. Bai and Tsavkin in [14] presented the time-domain ﬁnite diﬀerence algorithm for simulating of the multicomponent data in viscoelastic
transversely isotropic media with a vertical symmetry axis.
Lvov and Martynenko in [15] showed an importance of an application of an
anisotropic viscoelastic material model to a mechanical behavior of the repair bandage of main pipelines. Also in [16] the authors developed an analytical approach to
modeling of orthotropic viscoelasticity for diﬀerent contacting conditions between
a pipeline and a repair bandage.
As it follows from the sources above anisotropic viscoelasticity is a considerable
topic but most of the papers does not enable a technique for generalization of this
property to the whole number of mechanical constructions. The promising way in
this direction is an adaptation of commercial ﬁnite lements codes to an accounting
of anisotropy of viscoelastic behavior.
Poon and Ahmad in the paper [17] presented a ﬁnite element update scheme
for an anisotropic viscoelasticity with Schapery–type non–linearity, proposed in the
work [18] and its implementation into the ﬁnite element code of ABAQUS. Gerngross and Pellegrino in [19] in a similar way adapted a nonlinear viscoelastic material
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model proposed by Rand and co–workers for balloons in [20, 21] to the ﬁnite element
code of the CAE ABAQUS through a user’s subroutine. A type of non–linearity
of a viscoelastic material for this paper was also deﬁned by Shapery in [18]. Staub
and co–workers in [22] developed a numerical scheme of a time integration in an
anisotropic viscoelastic domain that represents a composite with inhomogeneously
oriented ﬁbers and adapted it to an implementation into the CAE ABAQUS. Cavallini in his paper [23] implemented linear isotropic and anisotropic viscoelasticity
into the mathematical package of symbolic computations Mathematica. Liefeith
and Kolling in [24] showed an approach to modeling of ﬁnite rubber orthotropic
viscoelasticity considering an implicit and explicit implementation into the ﬁnite
element code LS–DYNA with numerical examples that illustrate an adequacy of
the proposed method.
In the main, the discussed works consider an implementation of integration
schemes into ﬁnite element code of ABAQUS, excluding one paper with a LSDYNA usage. At the same time, there is no any implementation of anisotropic
viscoelasticity into the CAE ANSYS Mechanical. However, ANSYS Mechanical is
one of the most powerful tools for analyzing of a mechanical behavior and strength
of structures [25]. It is connected with a complication of an implementation of
time integration schemes into the ﬁnite element code of ANSYS in comparison with
ABAQUS.
This paper presents the technique for modeling of a linear orthotropic viscoelasticity without usage of complex integration algorithms using the tools, provided by
the commercial Finite Element code “by default” considering a developed method.
An adequacy of the proposed algorithm is checked using a number of numerical
experiments.
2.

Simplifications of anisotropic viscoelastic material models

A rheological representation of a linear viscoelastic material behavior in a one–
dimensional problem can be reﬂected as a system of springs with stiﬀnesses ke and
ki and damping elements with viscosities µi , using a generalized Maxwell model
(Fig. 1a).

a

b

Figure 1 Rheological models of viscoelastic materials: a) one-material model; b) two-material
model
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For the case of one–dimensional elastic material model it can be represented as
a single spring with stiﬀness K.
Let us combine two material models in parallel (Fig. 1b). This model can be
equivalently replaced by the model with Ke = K +ke as the resulting elastic element
stiﬀness. This case is depicted in Fig. 1a, if one changes ke symbol to Ke symbol.
According to [4] the Boltzman superposition integral for the resulting system in
the case of an absence of a previous loading history is:
∫

t

Erel (t − ξ)

σ(t) =
0

dε(ξ)
dξ
dξ

(1)

∑
where: Erel (t) = Ke + i ki exp(− τti ) and τi = µi /ki .
Generalizing Eq. (1) to the multiaxial case we gain:
∫

t

R̂(t − ξ)

σ̂(t) =
0

dε̂(ξ)
dξ
dξ

(2)

where σ̂(t) is the second range stress tensor, ε̂(t) is the second range strain tensor,
R̂(t) is the fourth range tensor of relaxation kernels.
In a component form Eq. (2) is represented as:
σlm (t) =

∫ t∑∑
0

n

Rlmnp (t − ξ)

p

dεnp (ξ)
dξ
dξ

(3)

Here l, m, n, p = 1, 2, 3 for the 3–dimenensional case.
With respect to the form of the expression for Erel (t) the tensor of relaxation
kernels can also be generalized to a representation by well-known Prony series:
Rlmnp (t) = Clmnp +

∑

µilmnp exp(−

i

t
i
τlmnp

),

(4)

where Clmnp are the coeﬃcients of the symmetric elastic stiﬀness tensor.
Using famous rearranging of Eq. (3), presented in [26], and combining it with
the expression (4) it can be equivalently represented as:
σlm (t) =

∑∑
n

i
where: klmnp
=

∫ t∑∑ ∑
i
Clmnp εnp (t) −
[
klmnp
exp(−
0

p

n

p

i

t
)]εnp (ξ)dξ
i
τlmnp

(5)

µilmnp
.
i
τlmnp

And ﬁnally:
σlm (t) =

∑∑
n

where: ailmnp =

p

i
klmnp
Clmnp .

∫
Clmnp {εnp (t) −

t

[
0

∑
i

ailmnp exp(−

t
)]εnp (ξ)dξ}
i
τlmnp

(6)
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The eﬀect of a change of a temperature T on viscoelastic properties for thermorheologically simple materials (TSM) can be accounted changing the real time
variable t by the ﬁctitious time t̃lmnp [27]:
t̃lmnp (T ) =

t

(7)

Almnp (T )

where Almnp (T ) is a temperature-dependent shift function, such that for the
reference temperature Tr Almnp (Tr ) = 1.
If to postulate a material, in which the viscoelastic properties are proportional
to the elastic ones, then:
 i
 almnp = ai
= τi
τi
(8)
 lmnp
t̃lmnp (T ) = t̃(T )
For the case of isotropic material, one can rearrange (3) to the form:
∫ t
∫ t
dê(ξ)
d∆(ξ)
σ̂(t) =
Ĝ(t − ξ)
dξ + Iˆ
K(t − ξ)
dξ,
dξ
dξ
0
0

(9)

where Ĝ(t) and K(t) are the shear relaxation tensor and the bulk relaxation function, Iˆ is a unity tensor, ê(t) and ∆(t) are the deviatoric and volumetric parts of
strains.
This equation is a general equation for the representation of viscoelastic material
properties in the ﬁnite element code of ANSYS Mechanical.
Shear and bulk relaxation kernels are also represented by Prony series [5]:
{
∑nG G
t
Ĝ(t) = Ĝ0 [aG
∞+
i ai exp(− τiG )]
∑
(10)
nK K
K
K(t) = K0 [a∞ + i ai exp(− τ tK )]
i

where Ĝ0 and K 0 are the initial shear relaxation moduli tensor and bulk relaxation
K
moduli, nG and nK are numbers of Prony terms, aG
i and ai are relative moduli,
G
K
G
K
a ∞ and a ∞ are relative moduli on the inﬁnity, τi and τi are relaxation times.
Despite the fact that viscoelastic properties in ANSYS are isotropic, elastic ones
still can be orthotropic. This situation is correspondent to the case of the relations
(6) taking into account (8) and considering Clmnp as components of the stiﬀness
tensor with relations on technical constants that are typical for orthotropic materials
[28].
Therefore, ANSYS Mechanical does not enable a consideration of a general case
of anisotropy of viscoelastic properties. However, this paper presents a technique
for modeling of the more general case of linear orthotropic viscoelasticity using
standard tools of ANSYS Mechanical Student Products 17.2 [29].
3.

Technique of combined material models

The technique consists in that one builds two identical space domains in the same
location. Further we mesh them successively – each domain with its properties
(elastic or viscoelastic). Since the algorithm of the mesher operates equally for
coincidental domains, the nodes and elements of both meshes coincide with each
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other. On the next step one needs to merge all the nodes. Thereby the resulting
nodes correspond to the elements of elastic and viscoelastic group at the same time.
That is why the whole ﬁnite element model will be deformed jointly with their contributions to the energy potential. This means, that the elements of each material
group will experience the individual stress state under the same displacement ﬁeld.
The resulting stress tensor ﬁeld in the model is a sum of stress tensor ﬁelds for each
group of elements. The scheme of the method is described in Fig. 2.

Figure 2 Merging of coincident nodes for elastic (blue) and viscoelastic (orange) ﬁnite element
models

We postulate, that a single viscoelastic material model is analogous to a combined
material model, consisted of portions of elastic and viscoelastic materials, with
proper selection of elastic and viscoelastic parameters.
3.1.

One–dimensional test

To check this assumption let us consider a plane stress problem of stretching of
a long thin plate that reﬂects a creep test. The calculation model for this problem
in ANSYS is represented in Fig. 3.

Figure 3 Calculation model for the numerical test

Let us consider four cases – ﬁnite element model with one viscoelastic material,
ﬁnite element model with combined elasto–viscoelastic material and two rheological
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spring dashpot model that correspond to Fig. 1a and Fig. 1b, reﬂected by integral
equation (1) with a stress σ(t), deﬁned by constant force P = 107 N:
∫

t

Erel (t − ξ)
0

dε(ξ)
dξ = P
dξ

(11)

For the one–material ANSYS test we use the parameters, presented in Tab. 1
(viscoelastic parameters are the same for the shear and bulk parts). For the two–
material ANSYS test they are showed in Tab. 2. The spring dashpot model, which
correspond to Fig. 1a, was solved with the values, presented in Tab. 3 and the
spring dashpot model, which corresponds to Fig. 1b, has the values from Tab. 4.
The integral equation (11) for the current number of coeﬃcients of a Prony series
was solved, using the mathematical package Maple [30].
Table 1 Input parameters for the one–dimensional one–material test

Material parameter
Elastic modulus
Poisson’s ratio
Prony series multiplier
Relaxation time

Designation
(E )1
(ν)1
(a)1
(τ )1

Value
2*1011
0
0.1
5

Unit
Pa
s

Table 2 Input parameters for the one–dimensional two–material test

Material parameter
Elastic modulus
of the elastic material
Poisson’s ratio
of the elastic material
Elastic modulus
of the viscoelastic material
Poisson’s ratio
of the viscoelastic material
Prony series multiplier
of the viscoelastic material
Relaxation time
of the viscoelastic material

Designation
(E 1 )2

Value
1*1011

Unit
Pa

(ν 1 )2

0

-

(E 2 )2

1*1011

Pa

(ν 2 )2

0

-

(a 2 )2

0.2

-

(τ 2 )2

5

s

It is obvious from (1) that in order to gain a conformity between one–material
and two material models the material parameters should satisfy the following conditions: (τ )1 = (τ2 )2 = (τ )3 = (τ )4 , (ke )3 = (K)4 + (ke )4 , (k1 )3 = (ke )3 ∗ (a)3 ,
(k1 )4 = (ke )4 ∗ (a)4 , (E)1 ∗ (a)1 = (E2 )2 ∗ (a2 )2 , (E)1 = (E1 )2 + (E2 )2 ,
(ν)1 = (ν1 )2 = (ν2 )2 .
Fig. 4a and Fig. 4b show the displacement versus time curves of the end (for the
point xe = 0.5 m) of the domain in the spring-dashpot Wiechert model (the third
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Table 3 Input parameters for the one–material spring–dashpot model

Material parameter
Stiﬀness of the spring element
Stiﬀness of the spring-dashpot
element
Prony series multiplier
Relaxation time

Designation
(ke )3
(k 1 )3

Value
2*1011
2*1010

Unit
Pa
Pa

(a)3
(τ )3

0.1
5

s

Table 4 Input parameters for the two-material spring-dashpot model

Material parameter
Stiﬀness of the spring element
of the elastic material
Stiﬀness of the spring element
of the viscoelastic material
Stiﬀness of the spring–dashpot
element of the viscoelastic material
Prony series multiplier
Relaxation time

Designation
(K )4

Value
1*1011

Unit
Pa

(ke )4

1*1011

Pa

(k 1 )4

2*1010

Pa

(a)4
(τ )4

0.2
5

s

case) and in the ﬁnite-element model, built in ANSYS, (the ﬁrst case) respectively.
The analogous curves for the second and fourth cases totally merge with the ﬁrst
and the third ones respectively (because the error cannot be recognized visually for
the current graph resolution), so they are not presented.

a

b

Figure 4 Displacement vs. time curves for the one-dimensional test: a) analytical solution for the
Wiechert model, Maple 15 output; b) numerical solution in ANSYS, ANSYS Mechanical POST26
output
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The elastic, viscoelastic and total displacements of the ends of one-dimensional
models are summarized in Table 5. Here and below the relative error is evaluated as:
abs{[Analytical Solution]–[ANSYS Solution]}/min{[Analytical Solution], [ANSYS
Solution]}.
Table 5 Displacement values and relative errors estimation for the one–dimensional tests

Case
Analytical solution
for the one- and
two- material tests
ANSYS solution for
the
one-material
test
ANSYS solution for
the
two-material
test

Elastic
Viscoelastic
Total
Elastic
Viscoelastic
Total
Elastic
Viscoelastic
Total

Displacement
10−5 m
2.500
0.278
2.778
2.501
0.278
2.779
2.501
0.279
2.780

Relative error
%
< 0.1
< 0.1
< 0.1
< 0.1
0.4
< 0.1

As one can see from the ﬁgures and table above, elastic and viscoelastic values
of the deformations coincide with a very small error for all the cases. It should
be emphasized again, that according to the way of deﬁning of viscoelastic material
model by equalities (10) in order to reﬂect the same viscoelastic behavior the relations between elastic moduli and Prony series multipliers must satisfy the following
relation:
(E)1
(a2 )2
=
.
(12)
(E2 )2
(a)1

Figure 5 Calculation model for the multi-axial stress state
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3.2.

Generalization to the multi-axial stress-strain state

Let us consider a quadratic thin plate loaded on the perimeter by equal distributed
forces 1*108 N/m in both directions, experiencing plane stress state (Fig. 5).
It is possible to obtain an analytical solution for the current boundary-value
problem:
∂τxy
∂τxy
∂σy
∂σx
+
+ X,
+
+Y
(13)
∂x
∂y
∂x
∂y

∫t

εx = S11 [σx (t) + 0 Π11 (t − τ )σx (τ )dτ ] + S12 [σy (t)

∫

t


 + 0 Π12 (t − τ )σy∫(τ )dτ ]
t
(14)
εy = S21 [σx (t) + 0 Π21 (t − τ )σx (τ )dτ ] + S22 [σy (t)
∫

t


+
Π
(t
−
τ
)σ
(τ
)dτ
]

22
y
0

∫t

γxy = S33 [τxy (t) + 0 Π33 (t − τ )τxy (τ )dτ ]
εx =

∂u
∂x

u(0, y, t) = 0

εy =

∂v
∂y

v(x, 0, t) = 0

γxy =

∂u ∂v
+
∂x ∂y

σx (t) = σy (t) = P

(15)
(16)

where: u and v are the X– and Y–displacements respectively, εx , εy and γxy are the
directional linear and angular strains respectively, σx , σy and τxy are the directional
normal and shear stresses respectively, X and Y are body forces, Π11 , Π22 , Π12 , Π21
and Π33 are the components of a scaled creep rate tensor, represented by Prony
series [26], S 11 , S 22 , S 12 , S 21 and S 33 are the coeﬃcients of the compliance tensor,
which has the proper dependencies on the technical elastic constants [31]:
S11 = 1/Ex , S22 = 1/Ey , S12 = S21 = −νxy /Ex = −νyx /Ey , S33 = 1/Gxy (17)
For the constant force boundary conditions (statically indeterminate problem)
the Airy stress function can be used to gain the solution of the viscoelastic problem
similarly to the elastic one [32]:
φ(x, y, t) =

k1 2
k3
x + k2 xy + y 2
2
2

(18)

where k 1 and k 3 are normal distributed forces on the Y-constant and X-constant
boundaries respectively, k 2 is a shear distributed force on the boundaries.
For the absence of the shear distributed force the displacements are represented
by the following integral forms:
{
∫t
∫t
u = S11 k3 [1 + 0 Π11 (t − τ )dτ ]x + S12 k1 [1 + 0 Π12 (t − τ )dτ ]x
∫t
∫t
(19)
v = S21 k3 [1 + 0 Π21 (t − τ )dτ ]y + S22 k1 [1 + 0 Π22 (t − τ )dτ ]y
Thus, the displacements can be obtained using equalities (19), strains and
stresses are gained considering relations (15) and (14) respectively.
Let us now consider numerical simulations of the current problem in ANSYS.
For the ﬁrst case we take a viscoelastic material with orthotropic elastic properties and viscoelastic properties, which are proportional to the elastic ones. This
type of material can be represented using standard ANSYS mechanical tools.
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For the second case we take a viscoelastic material with independent orthotropic
elastic and viscoelastic properties, i.e. they are not proportional to each other. This
type of material can be modeled using the technique presented in the paper. One
need to add an orthotropic elastic material and a viscoelastic material, then mesh
two coincident domains with diﬀerent material options and merge coincident nodes.
The material properties for the ﬁrst case are presented in Tab. 6, and for
the second one – in Tab. 7. As it can be seen from the initial data the elastic
properties of the second material are several orders of magnitude less than the ones
of the ﬁrst material. This requirement, as well as the requirements to the material
parameters, discussed for the one–dimensional test, must be satisﬁed in order to
avoid an inﬂuence of the second material on the elastic properties of the resulting
combined material.
Table 6 Input parameters for the ﬁrst two–dimensional one–material test

Material parameter
Elastic modulus
in X-direction
Elastic modulus
in Y-direction
Shear modulus
Poisson’s ratio
Prony series multiplier for
the shear relaxation kernel
Prony series multiplier for
the bulk relaxation kernel
Relaxation time for the
shear relaxation kernel
Relaxation time for the bulk
relaxation kernel

Designation
(Ex )1

Value
2*1011

Unit
Pa

(Ey )1

1*1011

Pa

(Gxy )1
(ν xy )1
(aG 1 )1

1*1010
0.3
0.2

Pa
-

(aK 1 )1

0.2

-

(τ G 1 )1

5

s

(τ K 1 )1

5

s

Also in order to trace the inﬂuence of increasing elastic properties of the second
material of the combined model on the resulting displacements let them reach the
values, presented in Tab. 8.
For one-material two-dimensional test it is possible to plot the X- and Ydisplacements versus time curves, gained from the analytical solution according
to the equations in (19), for the corner point (xc = 0.5 m, yc = 0.5 m), showed
in Fig. 6a. Here and further, the X-displacement is reﬂected by the black curve
and the gray one reﬂects the Y-displacement. The dependence of the X- and Ydisplacements of the corner point of the plate on time for one- and two- material
tests in ANSYS Mechanical are presented in Fig. 6b and coincide with each other
for the appropriate curves.
The curves of the X- and Y-displacements versus time for the case of modiﬁed
input parameters of the two-material model are presented in Fig. 6c.
It is obvious that an increasing order of magnitude of elastic stiﬀness tensor coeﬃcients of the second material for the combined material model increases the error.
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Table 7 Input parameters for the ﬁrst two-dimensional two–material test

Material parameter
Elastic modulus in X-direction
for the elastic material
Elastic modulus in Y-direction
for the elastic material
Shear modulus for the elastic material
Poisson’s ratio for the elastic material
Elastic modulus in X-direction
for the viscoelastic material
Elastic modulus in Y-direction
for the viscoelastic material
Shear modulus for the viscoelastic material
Poisson’s ratio for the viscoelastic
material
Prony series multiplier for the
shear and bulk relaxation kernels
of the viscoelastic material
Relaxation time for the shear and
bulk relaxation kernel of the viscoelastic material

Designation
(Ex1 )2

Value
2*1011

Unit
Pa

(Ey 1 )2

1*1011

Pa

(Gxy 1 )2

1*1010

Pa

(ν xy 1 )2

0.3

-

(Ex2 )2

2*107

Pa

(Ey 2 )2

1*107

Pa

(Gxy 2 )2

1

Pa

(ν xy 2 )2

0.3

-

(aG 2 )2
(aK 2 )2

2000

-

(τ G 2 )2
(τ K 2 )2

5

s

Table 8 Modiﬁed parameters for the viscoelastic material in the ﬁrst two–dimensional two–
material test

Material parameter
Elastic modulus in X-direction
for the viscoelastic material
Elastic modulus in Y-direction
for the viscoelastic material
Shear modulus for the viscoelastic material
Poisson’s ratio for the viscoelastic material
Prony series multiplier for the
shear and bulk relaxation kernels of the viscoelastic material
Relaxation time for the shear
and bulk relaxation kernel of
the viscoelastic material

Designation
(Ex2 )3

Value
2*109

Unit
Pa

(Ey 2 )3

1*109

Pa

(Gxy 2 )3

1

Pa

(ν xy 2 )3

0.3

-

(aG 2 )3 ,
(aK 2 )3

2000

-

(τ G 2 )3 ,
(τ K 2 )3

5

s
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Thereby an engineer should keep these values as small as possible, increasing in as
K
much time the values of coeﬃcients aG
i and ai .
As it follows from the ﬁgures for the default viscoelastic material model of ANSYS the elastic and viscoelastic properties are proportional to each other. This
means that the bigger value of the elastic displacement is, the bigger value of the
viscoelastic one becomes. And in addition, this dependence is linear.

a

b

c

Figure 6 Displacements vs. time curves for the ﬁrst two–dimensional test: a) analytical solution;
b) ANSYS solution for the one–material model and two–material model with optimal parameters;
c) ANSYS solution for the two–material model with suboptimal parameters

Let us consider the situation, where the material exhibits viscoelastic phenomenon
only in one direction. This case can be a result of unidirectional reinforcement
of a soft polymeric matrix by stiﬀ ﬁbers. In order to achieve this one needs to
change viscoelastic properties in Y–direction of the second material of the combined
material model by changing an appropriate elastic modulus to the value, that is
much smaller than X–direction Young modulus, for instance: (Ey2 )4 = 1 ∗ 104 Pa.
There is no any ability to let the Young modulus reach a zero value due to the
positive deﬁniteness of the elastic stiﬀness tensor. For the analytical model this
means that Π22 (t) = 0.
As it follows from the initial data the viscoelastic properties in X-direction still
inﬂuences on the Y-displacements via Poisson’s ratio νxy .
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a

b

Figure 7 Displacements vs. time curves for the second two–dimensional test: a) analytical solution; b) ANSYS solution for the one–material model and two-material model with optimal
parameters

Fig. 7a and Fig. 7b represent the X– and Y–displacements for this case for analytical
and numerical solutions respectively.
As it can be seen from the ﬁgures, the Y–displacement of the corner point
decreases with time due to a non-zero Poisson’s coeﬃcient.
The obtained displacement values for the ﬁrst case with an evaluation of relative
errors are summarized in Table 9. Table 10 represents the results for the second
case.
This a brief overview of the relative errors in the evaluation of viscoelastic displacements via the proposed combined-material method. The error in evaluation of
viscoelastic strains and stresses will be discussed further in this paper.
Table 9 Displacement values and relative errors estimation for the ﬁrst two-dimensional test

Case
Analytical
solution
One–material
ANSYS test
Two–material
ANSYS test
Two–material
ANSYS test with
modiﬁed parameters

Elastic
Viscoelastic
Total
Elastic
Viscoelastic
Total
Elastic
Viscoelastic
Total
Elastic
Viscoelastic
Total

X-disp.
10−3 m
0.17500
0.04375
0.21875
0.17502
0.04401
0.21903
0.17500
0.04412
0.21912
0.17500
0.04137
0.21637

Y-disp.
10−3 m
0.42500
0.10625
0.53125
0.42505
0.10689
0.53194
0.42500
0.10705
0.53205
0.42500
0.10018
0.52518

Relative error %
X–disp. Y–disp.
< 0.1
< 0.1
0.6
0.6
0.1
0.1
< 0.1
< 0.1
0.6
0.7
0.1
0.1
< 0.1
< 0.1
6.7
6.3
1.3
1.2

An Original Technique for Modeling of Anisotropic Viscoelasticity ... 403

Table 10 Displacement values and relative errors estimation for the second two–dimensional test

Case
Analytical
solution
Two–material
ANSYS test

3.3.

Elastic
Viscoelastic
Total
Elastic
Viscoelastic
Total

X-disp.
10−3 m
0.17500
0.04375
0.21875
0.17500
0.04412
0.21912

Y-disp.
10−3 m
0.42500
-0.01313
0.41188
0.42500
-0.01317
0.41217

Relative error %
X–disp. Y–disp.
< 0.1
< 0.1
0.6
0.7
0.1
0.1

Way for accounting of anisotropy of relaxation times

The method presented in the previous paragraph deals with a type of anisotropic
viscoelasticity which does not account diﬀerences between relaxation times in different directions and temperature shift functions in diﬀerent directions, i.e.:
{
i
τlmnp
= τi
(20)
t̃lmnp (T ) = t̃(T )
In order to account this eﬀect, the multimaterial model can be used.
Consider a rearranging of the relaxation kernel tensor R̂(t) in Eq. (2) into the
following form:
∑∑∑∑
R̂(t) =
R̂lmnp (t)
(21)
l

m

n

p

where R̂lmnp (t) is a tensor with the only one non-zero component Rlmnp (t) for the
diagonal components and two non-zero components located symmetrically about
the tensors diagonal for the nondiagonal components.
Thus (2) will be rewritten:
∑∑∑∑∫ t
dε̂(ξ)
σ̂(t) =
R̂lmnp (t − ξ)
dξ
(22)
dξ
0
m n
p
l

Eq. (22) can be interpreted as a sum of the following physical relations:
∫ t
dε̂(ξ)
R̂lmnp (t − ξ)
(σ̂(t))lmnp =
dξ
dξ
0

(23)

where (σ̂(t))lmnp is a stress tensor of one of the ﬁctitious materials of the combined
material model.
In this way, it is possible to apply anisotropic viscoelastic properties, including relaxation times and temperature shift functions, to ANSYS for each direction
individually:
∫ t̃lmnp
dê(ξ)
dξ
Ĝlmnp (t̃lmnp − ξ)
(σ̂(t))lmnp =
dξ
0
(24)
∫ t̃lmnp
d∆(ξ)
Klmnp (t̃lmnp − ξ)
+Iˆ
dξ
dξ
0
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 Ĝlmnp (t) = (Ĝ0 )lmnp [(aG )lmnp + ∑(nG )lmnp (aG )lmnp exp(− G t
)]
∞
i
i
(τi )lmnp
∑(nK )lmnp K
t
K
 Klmnp (t) = (K0 )lmnp [(a∞ )lmnp + i
(ai )lmnp exp(− (τ K )lmnp )]

(25)

i

where all the coeﬃcients with indexes lmnp are deﬁned for the corresponding ﬁctitious material in the corresponding direction.
Thus in order to apply three–dimensional orthotropically viscoelastic material
model one needs to deﬁne ten materials – one material for the elastic properties
and nine materials for the viscoelastic properties in each direction, deﬁned similarly
to the combined–material model in Paragraph 3.2 i.e. elastic properties of each
material should be several orders of magnitude less in comparison with the elastic
material. Finally, the user gains a viscoelastic material with fully independent elastic and viscoelastic properties. Despite the existence of such a possibility deﬁning
of this type of material requires a huge number of the experimental data, that’s
why this model may be used in very special calculations.
3.4.

Visualization of strain and stress results in ANSYS Mechanical
APDL

As it follows from the Cauchy kinematic relations between displacements and strains
the strain tensor is fully deﬁned by a displacement vector. Thus the “true” strain
distribution can be obtained in the ANSYS Mechanical APDL General Postprocessor and Timehistory Postprocessor by default, visualizing the strain result for one
of the materials in the combined material model (for instance, elastic material).
At the same time, it is obvious that each element, which belongs to the same
nodes in the combined material model, has its own stress distributions due to the
diﬀerent material properties. If to combine relations (22) and (23), one can gain
that the resulting “true” stress is the sum of stresses for all elements in the combined
material model:
∑∑∑∑
σ̂(t) =
(σ̂(t))lmnp
(26)
l

m

n

p

That’s why the user needs to average stress results in General Postprocessor and
in Timehistory Postprocessor.
For General Postprocessor the PowerGraphics module enables averaging results
at all common subgrid locations except where material type discontinuities exist
using APDL command AVRES, 2 by default [33]. In order to avoid multiple stress
results for each location in a space domain one should average results at all common
subgrid locations including where material type discontinuities exist using APDL
command AVRES, 1. In this way, contour graphs of stress distribution will show
the average results for locations with coincidental material, i.e. combined materials:
∑ ∑ ∑ ∑
σ̂(t)
l
m
n
p (σ̂(t))lmnp
=
(27)
σ̂ av (t) =
N
N
where σ̂ av (t) is the average stress, N is a number of materials in the combined
material model.
Thus to gain the “true” stress distribution the results should be multiplied by N :
σ̂(t) = N σ̂ av (t)

(28)
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The same logic is valid for plotting graphs of stresses in Timehistory Postprocessor.
Fig. 8a and Fig. 8b represent the axial strain versus time curves for the onedimensional one-material and two-material models for the ANSYS and analytical
solutions, presented in Paragraph 3.1.

a

b

Figure 8 Axial strain versus time curves for the ﬁrst and second cases of one-material model:
a) analytical solution for the Wiechert model; b) numerical solution in ANSYS

In Tab. 11 the error was obtained between the results of the one–material tests
and the two–material tests as well as it was performed in Paragraph 3.1 for the
error between analytical and ANSYS results.
Table 11 Equivalent strains and relative errors estimation for the ﬁrst two-dimensional test

Case
Analytical solution
for the one– and two– material
tests
ANSYS solution for the one–
material test
ANSYS solution for the two–
material test

Elastic
Viscoelastic
Total
Elastic
Viscoelastic
Total
Elastic
Viscoelastic
Total

Strain,
10−5 m/m
5.000
0.556
5.556
5.004
0.557
5.561
5.004
0.558
5.562

Relative
error, %
< 0.1
< 0.1
< 0.1
< 0.1
0.4
0.1

It is unreasonable to evaluate the stress error using examples from Paragraph
3.1 and Paragraph 3.2 because in that cases the stress state is constant over the
coordinates due to a constant loading. The stress error can be estimated using
a contact problem of viscoelastic shells, presented below in the paper.
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4.

Contact problem of anisotropic viscoelasticity of a fiberglass pipe
under an internal pressure and a vertical load

Let us consider a ﬁberglass penstock for the transportation of a corrosive media
represented by a long thin cylindrical shell under an impact of an internal ﬂuid
pressure and a vertical point load contacting with an elastic foundation (Fig. 9a).
The pipe is ﬁxed in axial direction and against a rotation about axial direction at
the ends that simulates abandoned parts of the pipeline system. Fig. 9b shows
the ﬁnite-element model for the problem which has an element concentration in the
contact region.

a

b

Figure 9 Models of the contact problem of viscoelastic cylindrical shell: a) calculation model
(values are in millimeters, 1 mm = 10−3 m); b) ﬁnite-element model

The mechanical properties of ﬁberglass and steel, used for the problem, represent the real values approximately and are not connected with certain material
grades. They are presented in Tab. 12. Steel properties were taken into account as
standard values for this material that is presented in the ASTM-36 regulations [34].
The elastic orthotropic properties of ﬁberglass were averaged using the results of a
number of publications performed in this ﬁeld [35–39]. The viscoelastic properties
of ﬁberglass were evaluated using data gained in the papers [40,41] for isotropic
viscoelasticity. For the purpose of an evaluation of stress error the viscoelasticity is
considered isotropic and the problem is solved using one- and two-material models.
It worth noting, that despite the fact that Fig. 9b show the ﬁnite-element model
of the full model, the problem was solved using two symmetric conditions about
vertical coordinate planes. Therefore, a quarter of the construction was considered.
A full value of the point load is 2000 N and a value of the pressure is 105 Pa.
The pipe section is also subjected to the inﬂuence of the gravitation.
Fig. 10a and Fig. 10b show contour graphs of the displacement and Von Mises
equivalent stress ﬁelds respectively in the construction solved for isotropic viscoelasticity using the one-material shell model for the ﬁnal time 100 s. Fig. 10c and Fig.
10d show similar graphs for isotropic viscoelasticity in case of the combined twomaterial model. The stress ﬁeld is averaged for two materials of the shell in this
case. As it follows from the ﬁgures, the displacement ﬁelds coincide with a small
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Table 12 Material properties for the contact problem of the shell

Material
Steel

Fiberglass

Material parameter
Elastic modulus
Poisson’s coeﬃcient
Density
Elastic moduli in circumferential and axial directions
Elastic modulus in radial
direction
Shear moduli between
circumferential/axial
and radial directions
Shear modulus between
circumferential and axial
directions
Poisson’s ratio between
circumferential and axial
directions
Poisson’s ratio between
circumferential and radial directions / axial
and radial directions
Prony series multipliers

Relaxation times
Density

Designation
Es
νs
ρs
Eθ , E z

Value
2*1011
0.26
7800
2*1010

Unit
Pa
kg/m3
Pa

Er

8*109

Pa

Grθ , Grz

2.5*109 Pa

Gθz

1.5*109 Pa

νθz

0.3

-

νθr , νzr

0.75

-

a1
a2
a3
a4
τ1 , τ2 ,
τ3 , τ4
ρf

0.1
0.15
0.2
0.3
10, 12,
15, 20
2000

-

s
kg/m3

error for both cases whereas the stress ﬁelds are diﬀerent due to the averaging of
the contour plot, depicted in Fig. 10d, as it was discussed in Paragraph 3.4.
Fig. 11a and Fig. 11b show the vertical displacement and Von Mises equivalent
stress versus time curves for the location of the point load (black curves) and point,
located in the opposite top end of the pipe (gray curves) for the one-material case.
The analogous curves for the two-material case is identical to these ones taking into
account the discussed feature of the stress distribution. They are nor presented due
to a negligible error, which is evaluated below.
Table 13 presents the total displacement values and equivalent stress in the location of the point load for the one- and two-material shell models with an evaluation
of errors for the two-material case in comparison with one–material one.
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a

b

c

d

Figure 10 Finite-element model of the problem: a) total displacement distribution for the onematerial shell model, [m]; b) Von Mises equivalent stress distribution for the one-material shell
model, [Pa]; c) total displacement distribution for the two one-material shell model, [m]; d) Von
Mises equivalent stress distribution for the two-material shell model, [Pa]

Figure 11 Dependencies on time for the contact problem of the shell: a) vertical displacement
vs. time curves; (b) equivalent stress vs. time curves
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Table 13 Equivalent stresses and relative errors estimation

Case
One–material
ANSYS test
Two–material
ANSYS test

Elastic
Viscoelastic
Total
Elastic
Viscoelastic
Total

Tot. disp.
10−3 m
9.251
5.282
14.533
9.253
5.325
14.578

Stress
106 Pa
129.8
31.3
98.5
130.2
31.2
99

Relative error %
Tot. disp. Stress
< 0.1
0.3
0.8
0.3
0.3
0.5

As it follows from the table and the ﬁgures above the stress error connected
with a use of the proposed combined material model is negligible and comparable
with an engineering accuracy. Besides the solved problem proved an applicability
of the technique to a solution of contact problems of viscoelasticity of orthotropic
thin shells. This fact let us use the method in further calculations.

5.

Discussion

The previous paragraph illustrated an applicability of the proposed strategy to a
solution of real problems of structural mechanics but a few questions needs to be
cleared in order to use it in further calculations.

5.1.

Performance of the technique

It is obvious that an additional number of ﬁnite elements in the proposed combined
material technique should increase a computational time. In order to trace the
dependence of computational time on number of materials used in the combined
material model let us build one-, two-, three-, four- and ﬁve-material models for
the ﬁnite element problem, depictured in Fig. 5, where the end time is 100 s and
a number of substeps is 200. It worth noting that the parameters for viscoelastic
materials in the combined material models were gained dividing equally the viscoelastic parameters (i.e. Prony series multipliers) between these materials in each
case.
The solution process was performed using ANSYS Mechanical’s direct solver [42]
on a Hewlett Packard Z640 Workstation with two 8-core Intel Xeon-2620 processors
operating at a maximum core frequency 2.4 GHz [43] and with 128 Gb of RAM.
This allowed performing a solution using the in-core memory mode [42] with 16
parallel processes.
Fig. 12 shows a dependence of a computational time on a number of materials in
the combined material model.
As it follows from the diagram, the computational time increases not signiﬁcantly
when adding new materials to the combined material model. Thereby the proposed
technique should not decrease the solution performance dramatically.
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Figure 12 Computational time vs. number of materials dependence

5.2.

Multilayer option

The mechanics of composite materials includes phenomenological and structural
approaches [26]. The problems, discussed in the previous paragraphs, are based on
the phenomenological approach which involves considering of the material as a homogeneous one and the physical data is gained for a series of experiments. However,
the structural approach is more applicable in a lot of cases where the strength of
a single layer of composite material is considered. In this case a composite shell is
analyzed as a multilayer one. ANSYS Mechanical has a multilayer option for shell
elements where a user is able to apply material options for each layer separately. An
applicability of the proposed technique to a modeling of anisotropic viscoelasticity
of certain layers of a shell may require some additional studies but however it is
obvious that in case of coincidence of layers of diﬀerent elements with merged nodes
(i.e. equality of their layers) the method will not cause additional errors in comparison with homogeneous elements due to a linearity of the problems. Therefore, the
proposed strategy is applicable to a multilayer option of shell elements.
6.

Conclusion

The proposed technique allowed applying the orthotropic viscoelastic material model
to the ﬁnite–element code of ANSYS Mechanical which enabled all the possibilities for solving two– and three–dimensional problems of viscoelasticity, as well as
problems of homogeneous and multilayered shells. The method includes accounting
of a diﬀerence in relaxation kernels and temperature shift functions for diﬀerent
directions. The approach was tested using one–dimensional rheological model and
two-dimensional model for the plane stress case and a comparison of the results
showed the suﬃcient accuracy of the technique. At the same time the computational performance decreases with the increasing level of anisotropy of viscoelastic
material model. Thus the proposed technique is well–suitable for the problems of
anisotropic viscoelasticity of thin and thick homogeneous and multilayered shells
including nonlinear contact problems. Considering this the problem of contacting
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of an orthotropic viscoelastic thin pipe with an elastic base was solved which proved
an applicability of the method to real life problems of viscoelasticity.
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